6" x 6”7 6 GA x 6 GA WW.F.
/(DRIVEWAY & PAVEMENT, NOT IN APRON)

8” CONCRETE (*)

DRIVEWAY

(CA—6, GRADE 8 OR GRADE 9, VIRGIN)

6 BAG MIX (4000 PSI)

I~ 4" COMPACTED

CRUSHED LIMESTONE

(*) RECOMMEND 10" IN TRUCK TRAFFIC & LOADING AREAS

SAW_CUT
FULL DEPTH

BACK OF CURB

3/4” PREMOLDED
| EXPANSION JOINT

FLOW LINE
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4—{& 4
DEPRESSED CURB TRANSITION FROM

DEPRESSED CURB
TO FULL CURB

COMMERCIAL DRIVEWAY

N FRONT OF FLAG

FULL CURB

SEE V.O.W. PUBLIC SIDEWALK & SIDEWALK RAMP STANDARD
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6" CONCRETE
6 BAG MIX (4000 PSI)

|— 9”——

(NO WIRE MESH IS ALLOWED)
PUBLIC R.O.W. - APRON

~— 3" COMPACTED

CRUSHED LIMESTONE
(CA—6, GRADE 8 OR GRADE 9, VIRGIN)
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5" CONCRETE
6 BAG MIX (4000 PSI)

DRIVEWAY

2" x 6"/

WOOD FORM

CONCRETE

~ 4" COMPACTED

CRUSHED LIMESTONE
(CA—6, GRADE 8 OR GRADE 9, VIRGIN)

5” COMPACTED ASPHALT

1
!

IN TWO LIFTS

PUBLIC R.O.W. - APRON

~ 3" COMPACTED

CRUSHED LIMESTONE
(CA—6, GRADE 8 OR GRADE 9, VIRGIN)

1
!

N\_2—1/2" ASPHALT

COMPACTED TO 2"

DRIVEWAY

ASPHALT

6” COMPACTED
CRUSHED LIMESTONE
(CA—6, GRADE 8 OR GRADE 9, VIRGIN)

RESIDENTIAL DRIVEWAY

VILLAGE OF VILLAGE OF WHEELING
ENGINEERING DIVISION
WHEELING 2 COMMUNITY BOULEVARD
WHEELING, IL 60090
ILLINOIS WWW.WHEELINGIL.GOV

DRIVEWAY
STANDARD

VILLAGE OF WHEELING
SPECIFICATIONS AND DETAILS

REVISIONS

S.W.  02-09-06 REVISED PER RG

FILE LOCATION

C.J.C. |11-27-07 AUTOCAD FILE

ROADWAY

N:\ENGINEERING\STANDARDS\

KR.G. |12-17-08 APRON AGG. THICK

K.R.G. [03-29-10 REVISED GRADE 9




